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Mode Characteristics of Radio-Frequency
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Abstract—Building on recent experimental and numerical evi-
dence of different glow modes in atmospheric plasmas, this paper
reports a systematic study of these modes in radio-frequency (RF)
glow discharges in atmospheric helium. Using a one-dimensional
(1-D) hybrid computer model, we present detailed characteriza-
tion of three glow modes, namely the mode, the tran-
sitional mode, and the -mode in a 13.56-MHz atmospheric glow
discharge over a wide range of root mean square (RMS) current
density from 5mA cm2 to 110mA cm2. Our focus is on sheath
dynamics through spatial and temporal profiles of charged den-
sities, electric field, electron mean energy, sheath thickness, and
sheath voltage, and when appropriate our results are compared
against experimental data of atmospheric glow discharges and that
of glow discharges at reduced gas pressure below 1 torr. Funda-
mental characteristics of the three glow modes are shown to be dis-
tinctively different, and these can be used as a hitherto unavailable
route to tailor the operation of radio-frequency atmospheric glow
discharges to their intended applications.
Index Terms—Atmospheric glow discharges, glow modes, he-
lium, mode transition, numerical simulation, radio frequency.
I. INTRODUCTION
ATMOSPHERIC pressure glow discharges (APGD) gener-ated at radio frequencies (RF) at megahertz are used in-
creasingly for many technologically important applications in-
cluding etching, deposition, surface modification, and decon-
tamination [1]–[9]. They are capacitively coupled plasmas gen-
erated usually between two bare metallic electrodes and typi-
cally at 13.56 MHz. Their operation is also very versatile, helped
partly by their low-breakdown voltage. Through largely an en-
gineering development, their application range and capability
have been expanded considerably [1], [6], [9]. Yet there is a
fundamental need for substantially advancing their basic under-
standing in order to aid not only the interpretation of complex
experimental observations but also the development of their di-
agnostics methodologies. One missing element in the current
understanding is whether there are different operation regimes,
or glow modes, in RF APGD similar to low-pressure glow dis-
charges. If this is the case, it will be possible to tailor operation
characteristics of RF APGD to the specific requirements of their
intended applications.
Recent experimental and numerical studies suggest that there
are indeed different glow modes, including both the mode and
the mode, in radio-frequency atmospheric discharges [8], [10].
These preliminary studies have established that the mode op-
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erates at low-current densities, whereas the mode operates at
high current densities. Secondary electron emissions have been
shown to be important in the mode but not in the mode. Fur-
thermore, it has been demonstrated that the mode has better
discharge stability, whereas the mode produces more abun-
dant plasma species including charged particles and metasta-
bles [10]. However, what remains unknown is how signatures
of different modes of RF APGD are reflected in their operation
parameters that can be readily measured, for example, the cur-
rent–voltage characteristics. If such electrical signatures can be
captured, it will be possible to lock RF APGD operation in a pre-
ferred glow mode such that the desired plasma properties, either
good plasma stability or abundant plasma species, can be main-
tained electrically. For continuous material processing using RF
APGD, particularly on an industrial scale, this would be an im-
portant capability of profound implications. To this end, it is es-
sential to establish a thorough understanding of the operational
characteristics of the and modes.
In this paper, we focus on sheath dynamics by means of
spatial and temporal profiles of electric field, sheath thickness,
sheath voltage, electron mean energy, and electron density.
Many of these physical quantities are currently very difficult
to measure, because RF APGD are generated typically in a
sub-cm gas gap usually with their sheath thickness below
300 m and their electron density less than cm [8]. As
a result, we take a computational approach using a self-con-
sistent fluid model. This paper is organized as follows. After
an introduction to the numerical model in Section II, we will
present simulation data of the current–voltage characteristics
in Section III. Then in Section IV, sheath dynamics will be
discussed with the aid of spatial and temporal profiles of sheath
thickness, sheath voltage, electron energy, electric field, and
electron density. Finally, in Section V, the findings reached in
the previous sections will be summarized.
II. COMPUTATIONAL MODEL
Our study is based on a one-dimensional (1-D) self-consis-
tent hybrid model developed for atmospheric pressure glow dis-
charges, in which electrons are described kinetically and all
other plasma species are described hydrodynamically [10], [11].
This model has been experimentally validated [10], [11], and
is similar to fluid models developed for low-pressure glow dis-
charges [12] and for atmospheric pressure glow discharges [13].
Discharge characteristics are computationally studied in the di-
rection perpendicular to the electrode plane by solving the gov-
erning equations for each species in the plasma, Poisson equa-
tion for the electric field across the discharge gap, and the elec-
tron energy conservation equation for the electron temperature.
0093-3813/$20.00 © 2005 IEEE
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The 1-D continuity equations for different plasma species are
given as
(1)
where and are, respectively, the number density and the
flux density of one plasma species . is the source term
of the species, representing the net contribution of produc-
tion and destruction rates of the species via each of relevant
elementary reactions. Plasma species considered in this simula-
tion include the electron , the helium ion , the dimer he-
lium ion , the excited helium atoms (including both
and metastables), and the excited dimer he-
lium . Although impurities are important in practical helium
RF APGD, this study is concerned with generic features of their
glow modes and as such the effects of impurities are ignored as
justified in our early study [10].
The flux density for each species is evaluated by the drift-
diffusion approximation
(2)
where diffusion coefficient and mobility for each species
are obtained from the literature [13]. The second term on the
right-hand side of (2) is positive for positive ions and negative
for electrons. The electric field in the discharge gap is calculated
from Poisson equation
(3)
where and are, respectively, densities of positive ions and
electrons, and is the vacuum permittivity. To determine the
boundary condition for Poisson equation, the current continuity
equation is applied to the entire discharge gap and is given below
as follows:
(4)
where is the magnitude of the current density and is the ex-
citation frequency. For RF APGD, (4) is applied to the midpoint
of the discharge gap where the contribution of space charges to
the electric field is at its lowest [10], [13].
Instead of using the local electric field to evaluate elemen-
tary reaction rates, the electron mean energy is used. This is im-
portant in order to accurately describe plasma dynamics in the
electrode sheath region [11] where hydrodynamic models are in-
adequate [14], [15]. The energy conservation equation for elec-
trons considers thermal heating of electrons by the electric field
as well as the energy loss/gain from their inelastic and elastic
collisions with different plasma species. More specifically it is
given as follows:
(5)
where is the electron mean energy and is the flux density
of electron energy given by
(6)
is the electron energy loss rate via a reaction be-
tween species and electrons. is the momentum transfer
frequency of the elastic collision between electrons and back-
ground gas atoms. Their values are taken from [13]. Also,
and are electron mass and electron temperature, whereas
and are, respectively, mass and temperature of
neutral background helium atoms. is used
throughout our simulation. is the number density of back-
ground helium atoms and is the Boltzmann constant.
Secondary electron emission due to ion bombardment is also
considered in order to evaluate the electron density at the gas-
electrode boundary [10]. Similar to the treatment in low-pres-
sure glow discharges [12], the energy of emitted electron is fixed
to 0.5 eV. For ions and metastables, it is assumed that their fluxes
on the electrodes are dominated by drift fluxes, driven by the
electric field, and that their diffusive fluxes are negligible.
III. CURRENT–VOLTAGE CHARACTERISTICS
As a starting point to the work reported here, we summa-
rize key findings of the previous work on modes in RF atmo-
spheric glow discharges [8], [10]. Experimental data of the cur-
rent–voltage relationship show distinctively different operation
regimes, or glow modes, in a helium RF APGD [8]. At low-
current densities, the discharge current increases in proportion
to the RF voltage across the electrode gap and the differential
conductivity of the plasma is positive. This is similar to the
mode in low-pressure glow discharges, and corresponds to
the operation regime of most reported RF APGD experiments
[1]–[7], [9], [16]. When the current density increases to a crit-
ical threshold, the discharge plasma evolves into a different op-
eration regime in which the discharge current increases with de-
creasing gap voltage and the differential conductivity becomes
negative [8]. This is similar to the mode in low-pressure glow
discharges. Indeed, a companion numerical study confirms that
the low-current regime resembles closely the mode, whereas
the high-current regime corresponds to the mode [10]. Ion-
ization in the mode is volumetric, driven mainly by the os-
cillatory field of the applied voltage. In contrast, gas ioniza-
tion in the mode is localized near the boundary between the
sheath and the quasi-neutral plasma regions and it is largely
driven by significant electron acceleration by the sheath electric
field [10]. Findings of this previous numerical work are high-
lighted in Fig. 1 where the electron density is shown as a func-
tion of the applied voltage at two different secondary electron
emission coefficients. It shows clearly that secondary emission
electrons are important when the electron density is large (well
above cm ), but not when the electron density is small
(well below cm ). The focus of this early numerical
study was on mechanisms of these glow modes, and, as such, it
did not attempt to study directly many experimentally important
features such as the current–voltage characteristics.
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Fig. 1. Electron density as a function of the applied voltage at two different
secondary electron emission coefficients in a 13.56 MHz APGD.
Here we consider a 13.56-MHz APGD generated in a pure
helium gap at a nominal atmospheric pressure of 760 torr and
between two metallic electrodes. The electrode gap distance
is 0.4 cm, and the secondary electron emission coefficient is
assumed to be at 0.03. Its current–voltage characteristics are
shown in Fig. 2(a), in which three operation regimes are clearly
seen. These are the mode in the region-I, the transi-
tional mode in the region-II and the mode in the region-III.
For all data shown, the waveform of the discharge current re-
mains largely sinusoidal with its harmonic content well below
1%, and, as such, we use its root mean square (RMS) value as a
measure of its strength. In the mode, the gap voltage increases
monotonically with the discharge current density and the dif-
ferential conductivity of the discharge is positive. This trend is
identical to that of available RF APGD experiment data [1]–[9],
[16] and also consistent with the mode in low-pressure glow
discharges [17], [18]. As the current density increases above 28
, the gap voltage increases less for a given increment
in the discharge current. After the current density goes above
50 , the gap voltage decreases with increasing current
density and the differential conductivity becomes negative. This
dependency is generic and is consistent with experimental ob-
servation of the mode in RF APGD [8]. The gradual transi-
tion from the mode to the mode is, however, different from
glow discharges at 0.05–0.5 torr for which the transition
is abrupt [17]. It is interesting to note that the general trend of
the current–voltage relationship is also reflected in the voltage
dependence of the electron density, as shown in Fig. 2(b). Here,
the electron density is calculated at the gap centre and at the
time when the discharge current reaches its peak. Again, in the
mode, the electron density increases monotonically with the
gap voltage and continues so into the transitional mode.
Once in the mode, on the other hand, the electron density in-
creases with decreasing gap voltage. So, there is a clear correla-
tion between the electron density and the discharge current. Sig-
nificantly, the evolution of the differential conductivity can be
monitored easily from current and voltage measurements, and
Fig. 2. (a) Current–voltage relationship showing three glow modes, namely
the  mode in Region I, the     transitional mode in Region II, and the 
mode in Region III. (b) These three glow modes are also evident in the voltage
dependence of the electron density.
so can be used to control RF APGD operation either in the
mode or the mode.
To provide insight into the mechanisms responsible for dif-
ferent glow modes, we first consider time-averaged spatial pro-
files of the electron density. In Fig. 3(a), spatial profiles of the
time-averaged electron density are shown for three different cur-
rent density values of 7, 14, and 28 . The common fea-
ture of these three spatial profiles is that they are all bell-shaped
with the maximum electron density at the center of the electrode
gap. As indicated in Fig. 2, all three cases in Fig. 3(a) are in the
mode where the electron acceleration by the sheath electric
field is moderate and most electrons need to penetrate into the
quasi-neutral plasma region to acquire sufficiently high-kinetic
energy for gas ionization. Consequently, many gas ionization
events occur outside the sheath region and most electrons are
produced in the quasi-neutral plasma region within which they
are trapped by the rapidly oscillatory field of the applied voltage.
As the discharge current increases, the sheath electric field in-
creases significantly and its resulting acceleration of electrons
becomes sufficient for electrons to ionize helium atoms within
the sheath region. When this occurs, considerable gas ionization
is induced in the sheath region and electrons thus produced be-
come dominant leading to a density maximum within the sheath
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Fig. 3. Spatial profiles of electron density cross the electrode gap are shown in
(a) themode with an RMS discharge current density at 7, 14, and 28mA=cm
and (b) the  mode with the discharge current density amplitude of 50, 71, and
106 mA=cm .
region. Indeed, this is shown in Fig. 3(b) where three cases are
shown for current densities at 50 , 71 , and
106 , all in the mode.
The current–voltage relationship of Fig. 2 for the and
modes in RF APGD are very similar to that observed for RF
APGD [4], [5], [8], [9], [16], and also for low-pressure glow
discharges [17]–[19]. We will revisit the above discussion in the
next section where the electric field and the electron energy are
profiled for both the mode and the mode.
IV. SHEATH DYNAMICS
In this section, we consider sheath dynamics in terms of the
electron mean energy, the electric field, the sheath voltage, and
the sheath thickness. In Fig. 4(a), spatial profiles of time-aver-
aged electrons mean energy are shown for three different cur-
rent density values of 7, 14, and 28 in the mode.
The maximum electron energy occurs near the electrode sur-
face, and its value increases with increasing discharge current
from 2.46 eV at 7 to 4.91 eV at 28 . The
reduction in the electron energy from its peak is a result of ki-
netic energy released by electrons via their ionization of helium
atoms, and the space between an electrode and the location of
the minimum electron energy is where the majority of the gas
ionization events take place. With a symmetric spatial profile,
the electron energy has its minimum at the center of the elec-
trode gap and its value changes little with increasing discharge
Fig. 4. Spatial profiles of electron mean energy in the electrode gap are shown
in (a) the  mode and (b) the  mode. Conditions are the same as in Fig. 3.
current. This suggests that gas ionization events occur over the
entire electrode gap in the mode, and that many electrons need
to penetrate into the quasi-neutral plasma region before gaining
adequate kinetic energy for gas ionization and subsequently re-
ducing their kinetic energy to its minimum.
When the discharge evolves into its mode, Fig. 4(b) sug-
gests that the increase in the peak electron energy is now much
smaller than that in the mode for a given increment in the
current density. More specifically, as the current density in-
creases from 50 to 106 , the electron energy
increases only 0.4 eV from 5.7 eV to 6.1 eV. Nevertheless, the
comparably large electron energies in the mode suggest that
many electrons are substantially accelerated in the electrode
sheath and so capable of inducing gas ionization within the
sheath region. This is further supported by the observation in
Fig. 4(b) that the minimum electron energy is at the boundary
between the sheath region and the quasi-neutral plasma region
suggesting that most gas ionization events occur within the
sheath region. This supports our discussion of Fig. 3.
Fig. 5(a) shows spatial profiles of the time-averaged electric
field in the mode. The dimension of the sheath region is seen
to change little with increasing current density. The maximum
electric field is at the electrode surface, and its value changes
from 0.88 kV/cm at 7 to 4.99 kV/cm at 28 .
Fig. 5(b) presents three additional cases now in the mode,
where the maximum electric field is seen to change from 8.07
kV/cm at 50 to 12.39 kV/cm at 106 . The
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Fig. 5. Spatial profiles of electric field in the electrode gap are shown for (a)
the  mode and (b) the  mode with the same conditions as that in Fig. 3.
sheath region is characterized by a region of almost linear fall
of the electric field, and the sheath thickness shrinks with in-
creasing current density. Against this is similar to sheath dy-
namics in low-pressure glow discharges [17] and to dc APGD
[11], [20]. It is worth mentioning that the electric field reduces
from its peak at the electrode surface in an almost linear fashion,
particularly in the mode, suggesting that it obeys Aston’s law
[21].
Sheath dynamics can be further understood from the current
density dependence of sheath thickness and sheath voltage. In
Fig. 6, the peak sheath thickness and the peak sheath voltage cal-
culated at the current maximum are plotted as a function of the
current density. The sheath thickness is obtained by evaluating
the distance over which the electric field reduces from its peak
to 14% of the peak field, a technique used for dc APGD [11].
This technique becomes unpractical at very small current den-
sities because reduction in the electric field within the sheath
region is now larger than 14%. So, at low-current densities,
we employ an alternative technique by using the distance over
which the electric field reduces from its peak value to 1 kV/cm,
as used for low-pressure glow discharges [22]. In general, the
sheath thickness decreases monotonically as the current density
increases. Its value starts above 500 m in the mode, and de-
creases rapidly to about 100 m at large current densities in the
mode. These small spatial scales highlight the difficulties for
probe-based diagnostic methodologies. On the other hand, the
current dependence of the sheath voltage shows clear distinc-
Fig. 6. Sheath characteristics in terms of (a) the maximum sheath thickness
and (b) the maximum sheath voltage as a function of the discharge current
density, both measured at the time of the peak discharge current. Definition of
three regions is identical to that in Fig. 2.
tion of different glow modes and its profile maps closely onto
the current dependence of the gap voltage of Fig. 2(a). Also in-
teresting is the observation that the sheath voltage takes up most
of the gap voltage at large current densities.
The contrasting characteristics of the three glow modes can
also be seen in the maximum electron generation rate, ,
and in the voltage–current phase angle. is electrons pro-
duced per second per cm through inelastic collisions. In Fig. 7,
it is seen to depend weakly on the current density in the
mode and strongly in the mode. In Fig. 8, the voltage–cur-
rent phase angle is plotted as a function of the discharge cur-
rent density and again the existence of the three glow modes
is clear. In general, the phase angle reduces as the current den-
sity increases, suggesting an increment in the electrical conduc-
tivity of the discharge plasma and a simultaneous reduction in
plasma reactance. The plasma is more capacitive in the mode,
particularly at low-current densities, and as the current density
increases it becomes less capacitive and more conductive. It is
worth mentioning that the sheath thickness decreases with in-
creasing current density, as shown in Fig. 6(a), and so sheath re-
actance decreases. Here, is the sheath
thickness, is the cross-sectional area of the plasma, is the
angular frequency, and is the sheath capacitance. The de-
creasing trend of the voltage–current phase angle suggests that
the reduction in plasma resistance is not as much as the reduc-
tion in the sheath reactance. In the mode, the phase angle re-
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Fig. 7. Maximum electron generation rate in the electrode gap as a function of
the current density. Definition of the three regions is identical to that in Fig. 2.
Fig. 8. Dependence of the voltage-current phase difference on the discharge
current density with the definition of the three regions identical to that in Fig. 2.
duces more rapidly with increasing current. This is consistent
with the more rapid reduction of the sheath thickness in the
mode of Fig. 6(a). The above findings are in agreement with
experimental observations of RF APGD [8] and support the cir-
cuit model of the plasma proposed previously [11]. It is also
worth mentioning that the relatively constant phase between
20- 40 may be used experimentally to in-
dicate the boundary between the mode and the mode.
V. CONCLUSION
In this paper, a detailed characterization study was presented
for the three glow modes of RF atmospheric glow discharges,
namely the mode, the transitional mode, and the
mode. Numerically obtained current–voltage relationship was
shown to agree with relevant experimental data for RF APGD
and for RF low-pressure glow discharges. More specifically, the
mode has a positive differential conductivity, whereas the
mode has a negative differential conductivity. This difference in
the differential conductivity can be used to achieve simple ex-
perimental control of the operation mode of RF APGD. Also,
it was demonstrated that the transitional phase has a rel-
atively constant voltage-current phase and this feature can also
be used to identify experimentally the operation boundary be-
tween the mode and the mode. Further insights were pro-
vided into the sheath dynamics of RF APGD in each of their
three glow modes. These should be useful for both the design
and the interpretation of RF APGD experiments.
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